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Thank you for choosing an access system from ABUS Security Center. ABUS TECTIQ makes an important contribution to 

securing your property and ensures that only authorised persons can enter your secure areas.  

 

About this manual  

This manual contains all the information you need to use ABUS TECTIQ. The first part is aimed at the individual user 

groups of the system and provides a clear overview of all relevant applications. The second part describes the 

functions of the TECTIQ Access Manager software in detail.  

 

Who is this handbook intended for  

User  ̆You are authorised to access a building with a TECTIQ access control system. You have received a TECTIQ locking 

medium  and have been familiarised with the functions of the locking media by the operator of the TECTIQ access 

control system. You have been informed when and to which entrances you are granted access to the property. In the 

chapter TECTIQ ̆ for users, you will find all the information you need about your locking media and the steps you 

need to take to use them on the door components. If you have any further questions, please contact the 

administrator of the TECTIQ access control system or your supervisor. 

 

 

Administrators  ̆You are the operator of a TECTIQ access control system or responsible for managing the door 

components and locking media in a TECTIQ access control system. This manual provides detailed information on the 

structure of the access control system, the TECTIQ control , locking media and door components, as well as other system 

media that will assist you in setting up, managing and customising access authorisations. In the chapter TECTIQ ̆ For 

administrators , you can read how to use the TECTIQ Access Manager to add new groups of persons and individuals, 

grant or change locking  permissions, and manage locking media. This will make it easier for you to get started with 

the TECTIQ Access Manager in your daily work. 

 

 

Installer   ̆As a service technician, planner or ABUS specialist installer, you are familiar with the installation of ABUS 

access control systems. You are familiar with our installation instructions for the components of the TECTIQ access 

control system. This manual summarises all the steps required to install the TECTIQ access control system and operate 

the TECTIQ Access Manager. The chapter TECTIQ for installers provides information on all steps required for 

commissioning, initial setup and handover of the  TECTIQ access control system to the operator, as well as on system 

maintenance and support.  

 

The reference manual  explains the system structure, all functions, technical details, performance data and signals. 

You will also find information on system expansion and scalability.  

 

Further information is available at abus.com or  ̆for specialist dealers and installers  ̆in the partner portal at 

www.partner -asc.abus.com. 

 

Legal information  

The information in this manual has been compiled to the best of our knowledge and is regularly reviewed and 

updated. Keep the manual and operating instructions for the products used in a safe place for the entire service life 

of the system.  

Observe the information and instructions in the TECTIQ documentation. ABUS accepts no liability for damage resulting 

from incorrect installation, commissioning or other misuse. Responsibility for the operation of the locking system after 

installation and c ommissioning lies with the system operator, main user or owner of the building. Please observe our 

warranty conditions  ̆online or in the TECTIQ product instructions. 

Trademarks and property rights of third parties are the property of their respective owners and are recognised.  

 

Customer Support 

Dealers/installers: If you have any questions, please contact our technical support hotline.  

End users: Please contact your installer with any questions. A trained ABUS installer  in your area will be happy to 

advise you. You can find a list of ABUS dealers/installers  in your region here:  

https://www.abus.com/int/Dealer -map

 
 
 

http://www.abus.com/
http://www.partner-asc.abus.com/
https://www.abus.com/int/Dealer-map


 
 
 

TECTIQ Manual 20-05 ABUS Security Center GmbH & Co KG 3 

 
 
 

 
TECTIQ in a nutshell. 4 

1. Introduction  5 

2. TECTIQ - For users 10 

3. TECTIQ - For administrators  13 

4. TECTIQ - For specialist installers 29 

TECTIQ Reference Manual. 49 

5. The system 50 

5. TECTIQ Access Manager - Interface 62 

6. Main menu | Dashboard 65 

7. View locking plan | Keylock plan  72 

8. Persons view | Persons 77 

9. View Doors | Doors 89 

10. Schedules view 96 

System components | Components view 101 

11. System settings | Settings view 105 

12. LED signals 118 

ANNEX 121 

15. Logs 122 

16. Overview - TECTIQ door components 124 

17. Who does what and when? 125 

18. TECTIQ documentation - Notes and symbols 126 

19. Safety instructions 128 

20. Glossary 130 

21. Index 135 

 
 
 
 
 
 
  



 
 
 

TECTIQ Manual 20-05 ABUS Security Center GmbH & Co KG 4 

 
 

 

 

 

 

 

 

 

 

 

ABUS TECTIQ 
 
 
TECTIQ in a nutshell .  
 

 

 

 

 



TECTIQ in a nutshell. 
1   Introduction  
 

TECTIQ Manual 20-05 ABUS Security Center GmbH & Co KG 5 

1. Introduction  
 

Content 
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1.7. Loss of the locking medium  
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1.1. About ABUS TECTIQ 

 

ABUS TECTIQ is the new standard among ABUS access control systems. Developed and manufactured in Germany, TECTIQ 

offers high -quality door components  for a comprehensive, high -performance access control and security solution. 

TECTIQ is flexible, intuitive and easy to use and expand. TECTIQ is the electronic locking and access control system for 

commercial and public buildings of almost any size.  

 

 
 

1 Software TECTIQ Access Manager  

2 USB desktop reader 

3 Admin App 

4 System media  

5 IP router 

6 TECTIQ Control  

7 locking plan, Schedules 

8 TECTIQ fitting, electronic cylinder , wall reader  

9 locking media  

10 TECTIQ Update Terminal 

11 Validation  and updating  
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1.2. Features and function  

 

ABUS TECTIQ grants authorized persons access to the secured area using electronic locking media.  

 

¶ ABUS TECTIQ works according to the data-on-card principle . The access authorisation s  are stored on the 

locking media. If access authorisation s  are changed, the locking media are updated. It is not necessary to 

update the door component.  

 

¶ The door components TECTIQ cylinder and TECTIQ fitting work offline  and do not require any cabling or a 

network or radio connection. They can therefore be used flexibly at any location with little effort.  

 

¶ The period of validity  of the access authorisation  on the locking medium  can be set in the TECTIQ Access 

Manager. The authorized person can update the validity of their locking medium  at the next  TECTIQ Update 

Terminal independently using the settings saved in the TECTIQ Control. 

 

¶ In systems without a TECTIQ Update Terminal, the update is carried out using the TECTIQ desktop reader and a 

PC on which the TECTIQ Access Manager is installed.  

 

¶ The TECTIQ Update Terminal can be used without a locking function. However, it can also be set up to control 

actuators (electric strikes, door drives,  n separation system, etc.).  

 

¶ Access authorisation s  are managed and updated with the TECTIQ Control and the TECTIQ Access Manager 

software. The operator always has an overview and can manage his system flexibly. Data is synchronized 

between the TECTIQ Access Manager, the control panel and the connected update terminals in real time.  

 

 
1.3. Access authorisation s  

 

Access authorisation s  are issued in the following steps:  

 

The creation of the person in the TECTIQ Access Manager: As soon as a person is entered in the system, they 

can be granted authorisation s  for access to secure areas. The person's validity can be limited by entering a 

validity period. Access authorisation s  are assigned to groups of persons or to individual persons. The user 

receives a personal locking medium  to which the currently valid authorisation s  are transferred. The validity 

of the personal locking media is preset in the system settings and can be adjusted individually  

 

Validation  : Personal locking media must be updated regularly. Validation at a TECTIQ Update Terminal 

extends the validity of the locking media and centrally entered changes to authorisation s  are transferred to 

the locking media. locking media simply become invalid without updating the validity. Short validity periods 

increase security.  

 

Schedules also organize access in terms of time, e.g. according to individual working hours, shift schedules or 

taking into account public holidays or vacation periods.   

 

 

In systems without a TECTIQ Update Terminal, updating and validation is carried out using the TECTIQ desktop reader 

and the TECTIQ Access Manager. 

  

V 

â 
ß 
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1.4. TECTIQ system components 

 

 
 

In a fully equipped TECTIQ system, the components are finely tuned to each other.  

 

¶ The properties of the access control system are set in the TECTIQ Control  - with the help of the TECTIQ Access 

Manager: This includes the locking plan with the access authorisation s , the personal data and locking media 

as well as the data for doors and door components.  

 

¶ The TECTIQ Control synchronizes in real time with the update terminal  s in the system.  

 

¶ The update terminals transfer the authorisation s  to the locking media and update them. At the same time, 

the locking media transfer log data from the system back to the control.  

 

¶ The locking media store the access authorisation s . This includes the individual authorisation s  for each 

individual door in the system, stored time schedules  and blocking days as well as the validity  for the locking 

medium . During operation, the door components  write their log data  back to the locking medium . 

 

¶ The door components read the locking media when they are presented and check whether the access 

authorisation s  required for this door are present and valid. If the check is positive, authorized persons are 

granted access to the secured area. 

 

Operation without a TECTIQ Update Terminal is possible at the customer's request with a reduced range of functions. In 

this case, access authorisation s  are granted for an unlimited period or updates and validation are carried out using a 

TECTIQ desktop reader at an administrator's workstation. Please also refer to our notes in section 1.7.  

 

 
 

1.5. Scalable - cross-location access management, remote access and online service  
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TECTIQ offers a suitable solution for small, medium and large to very large access control systems. locking systems can 

also be managed across buildings and even locations via a network and Internet connection. Here too, access 

authorisation s  are updated upon entering the property. The operator has an overview of all relevant doors. The ABUS 

specialist retail partner  or factory service can support you via remote access if required.  

 

 
 

1 to 11 see above, section 1.1 

12 Access control for additional locations  

13 Online remote access with TECTIQ Access Manager (P2P) 

14 Update terminal with online connection to the main 

system (P2P) 

15 Access rights monitoring via the ABUS  

16 Online service from ABUS specialist retail partners 

 

1.6. Logs 

 

The TECTIQ door components log their events and status messages, such as successful and denied access attempts, 

system messages and battery warnings, and transfer these to the locking media during each usage process or from 

the locking medium  to the TECTIQ Control during the validation process. All events and resulting tasks (e.g. battery 

replacement required) are clearly displayed in the TECTIQ Access Manager. This makes it possible to react promptly to 

status and system messages and battery warnings.  

 

 

1.7. Loss of locking  medium  

 

Please take care of your locking medium ! It also grants unauthorised  persons access to the secured areas during its 

validity. In the event of loss  or theft , please report the incident immediately to your line manager and your 

administrator to arrange for the medium to be blocked  without delay.  

 

The TECTIQ access control system offers the highest possible level of protection to minimize potential damage. Once the 
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validity period has expired and the locking medium  has been blocked in the TECTIQ Control, access to the secured 

areas is no longer granted. Unauthorised access attempts are logged in the event list . 

 

A short validity period reduces the risk of unauthorised  use. If the locking medium  is found again, the authorisation  

must be renewed in any case.  

 

For additional security, the locking medium  is blocked in the system by adding it to the blacklist  using the blacklist 

card. The blocking list is stored locally in each door component. If a locking medium  is on the door component's 

blacklist, the door component will reject the locking medium  even if it is valid indefinitely. This prevents 

unauthorised  access through misuse of third-party locking media.  

 

1.8. Data security 

 

A well-planned and installed  TECTIQ locking system does not let unauthorised  persons into your property and does not 

leave any sensitive data to chance. That's where we come in:  

 

¶ Encrypted data on the locking and transponder media  

TECTIQ uses the highly secure encryption method MIFARE® DESFIRE®. It guarantees maximum protection 

against tampering or copying attempts.  

 

¶ Protected data exclusively in the TECTIQ Control  

All sensitive data is stored in the TECTIQ Control. You can display and edit the data using the TECTIQ Access 

Manager. The data required for access authorisation  is transferred to the update terminals in real time. 

Saved backups are encrypted and only accessible in connection with the specific system.  

 

¶ Highly secure peer-to-peer connections (P2P) 

Connections between the TECTIQ Control and the PC with the TECTIQ Access Manager do not use VPN or web 

server services and communicate with each other via an encrypted protocol. This minimizes the risk of 

tampering attempts.  

 

¶ Strong password protection in the network and in the TECTIQ Control. 

Current network technologies with secure passwords demand a high level of computing power from potential 

attackers. A good password can only be overcome after many years - if you change your passwords regularly, 

your protection is as good as perfect.  

 

¶ The correct network configuration in your Internet router  

Activate the highest possible level of protection in your network router and observe the usual security 

measures, such as those recommended by the German Federal Office for Information Security (bsi.bund.de).  

 

file://///192.168.188.1/Singula.Daten/SanDisk_240_GB_Fritz/Singula%20Projekte/Singula%20Projekte%20U/Projekte%20ABUS/03-4_Proj_AccessManager_Systemhandbuch/2_Entwurf/bsi.bund.de
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2. TECTIQ - For users 
 

You are a user of a building with an ABUS TECTIQ access control system. You 

have received your electronic locking medium  and have been instructed in the 

locking system by your line manager or the administrator. You know your 

access authorisation s  and know when you are granted access to the secured 

area. 

 

As soon as you present your locking media in front of a door component, the 

door component is released for you. If not, you will receive visual feedback. 

Read all about the important operating steps for you at . 

 

Store the locking medium  carefully.  

 

 

 

Contents 

2.1. Introduction to the locking system - what you need to know  

2.2. Entering a secured area 

2.3. Update access authorisation  

2.4. Change access authorisation  

2.5. Have access authorisation  blocked 

2.6. LED signals 

 

 

2.1. Introduction to the locking system - what you need to know  

 

You have been informed of the following points by your line manager or the responsible employee: 

 

¶ For which doors - and in which direction, if 

applicable - do you have access authorisation s ? 

¶ On which days do you have access and at what 

times? 

¶ When do you have no access? 

¶ Which functions can you use with your locking 

medium ?  

¶ How do you use your locking medium  on which 

door? 

¶ How and how often do you update your locking 

medium ? 

¶ Where are the update terminals where you can 

update your locking medium ? 

¶ Where can you update your locking media if no 

update terminals are available?  

¶ Who do you turn to if you have a problem?  
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2.2. Enter the secured area  

 

Ј Present your locking medium  on the cylinder knob, fitting or 
wall reader.  

 

Ą The door function  is enabled:  

The locking cylinder engages the locking function so that you can 

open or lock the door  by turning the cylinder.  

The fitting releases the door handle.  

The wall reader opens the door or releases its opening.  

 

If:  

¶ the door function is not enabled and the LED flashes red Ą 

Update your access authorisation . 

¶ a door does not open even after updating  

Ą Inform your supervisor or administrator.  

¶ the fitting or cylinder reacts with a delay  

Ą Battery is low. Inform your administrator that the battery 

should be replaced as soon as possible. 

 

2.3. Update access authorisation s   

 

The access authorisation s  stored on your locking medium  can change 

and are only valid for a short time to protect against unauthorised  

use. You can transfer current access authorisation s  to your locking 

medium  at any time.  

 

Ј Present your locking medium  at the update terminal.  
 

Ą You will receive feedback if the transfer was successful:  

LED lights up green, terminal beeps (1 s) 

 

If the update terminal is also set up as a door component, the 

connected door is opened or released.  

 

If:  

¶ the LED flashes red and the terminal beeps twice briefly  

Ą Update has failed  

¶ Inform your administrator and have your authorisation  

changed. 

 

2.4. Amend access authorisation s  

 

Your workplace has moved or you have new responsibilities or the 

period of your access authorisation  does not match your tasks.  

 

Ј Contact your line manager or administrator to obtain new 
authorisation s  in the system.  

 

Ј Then update your personal locking medium  at the update 
terminal or via the TECTIQ desktop reader.  
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2.5. Have access authorisation s  blocked 

 

 

Important!  Lost locking media whose location is  not reliably known are a risk for your company.  
Have the lost locking media blocked as soon as possible. 

 
Ј Report the loss immediately to your line manager or administrator. They will place the locking media on the 

blacklist and block the locking media permanently. It can no longer be updated.  
Ј Have a new locking medium  issued to you. 

 
 

2.6. LED signals  

 

TECTIQ door components signal their status by means of an LED signal after actuation:  

 

 

At door: Access granted 

On update terminal: Access rights have been updated  

 
(0.1 s each) 

Access denied 

locking medium  expired or no authorisation  for the door  

 
(0,1 s) 

 
(0,5 s) 

Access granted, update of the locking medium  on the update 

terminal failed  

 

(0.1 s 

each)  
(0,5 s) 

Access denied, no authorisation , update of the locking medium  on 

the update terminal  

 
Battery warning, access granted 

 
Incorrect or foreign locking medium  / error  

 
General error 

 
(0.3 s each) Hardware error 

 
...  Terminal is offline; no connection to the Control 

 
System malfunction; no access 
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3. TECTIQ - For administrators  
 

You are the operator of a TECTIQ access control system or are responsible for the secure operation of a TECTIQ access 

control system. 

 

With the TECTIQ Access Manager, you can manage access authorisation s , time schedules, locking media and system 

media and prepare the programming of door components. The TECTIQ Control ensures the real-time provision of 

necessary data at the update terminals and stores all entered data, system data and system statuses centrally. On the 

dashboard you will find an event list and a task list generated from the available data.  

 

This section provides you with step -by-step instructions for regular tasks, such as  

¶ the creation of groups of persons and persons,  

¶ the creation of locking plans for the management of access authorisation s ,  

¶ setting up and managing personal locking media for users,  

¶ the setup and management of system media , 

¶ the programming of the door components and  

¶ the creation of schedules.  

 

You will also find out which steps are necessary  

¶ if a locking medium  has been lost or stolen,  

¶ if a user's tasks change and new access authorisation s  need to be assigned, 

¶ if personal working hours have changed and schedules need to be updated,  

¶ when persons leave the company,  

¶ if batteries in door components need to be replaced or  

¶ a door component or a terminal reports an error.  

 

 

Important!  Keep access data for the TECTIQ Access Manager under lock and key. Coordinate with those 

responsible when creating new authorisation s . Inform your superiors if you are unsure. If you 

have any technical questions, contact your ABUS specialist installer.  

 

Contents 

3.1. Handling locking media and system media  

3.2. Connect TECTIQ Control with TECTIQ Access Manager 

3.3. Add person 

3.4. Edit person 

3.5. Delete person 

3.6. Add group of persons 

3.7. Edit group of persons 

3.8. Block group of persons 

3.9. Delete group of persons 

3.10. Manage locking media and system media  

3.11. Lock locking medium  or system medium 

3.12. locking medium  | Edit transponder  

3.13. Delete locking medium  

3.14. Create schedule 

3.15. Edit schedule 

3.16. Delete schedule 
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3.1. Handling locking media and system media  

 

Please keep locking and system media in a secure place! If they fall into the wrong hands, grant unauthorised  users 

access to the secured areas while they are valid.  

 

 

Observe the following basic rules:  

 

¶ Always keep system media (e.g. parameter card) under lock and key! Only use them when 

expressly required! 

¶ Only enter locking media with active access rights in the locking system if you assign 

them to persons and hand them over to them!  

¶ In particular, keep a programmed emergency opening transponder under lock and key, 

e.g. in the key depot!  

¶ Do not create locking media with active access authorisation s  "in stock"!  

¶ Block a locking medium  or system medium in the event of loss or the possibility of 

unauthorised  access! Access attempts with blocked locking media are logged. 

¶ If a locking medium  is to be deleted, you must present it to the reader!  

 

Special applications may require exceptions to these rules. In this case, document the use of the locking and system 

media. Your ABUS specialist dealer will be happy to answer any questions you may have.  

 

 
3.2. Connect TECTIQ Control with TECTIQ Access Manager 

 

Prerequisites:  

¶ TECTIQ Access Manager is installed and set up.  

¶ TECTIQ Control is available, set up and connected.  

 

Ј Start the program.  
Ј Log in with your ABUS account.  

After logging in, the connection window opens.  
 
If no ABUS account exists for the system, register with a new ABUS account. Your 
ABUS account must be stored in the TECTIQ Control by your ABUS specialist installer. 
 

The available TECTIQ access control panels are displayed automatically. If your 

control panel is not displayed, add it manually using the IP address or Connect ID. 

You can obtain the IP address from your IT manager and the Connect ID from your 

ABUS dealer. 

 

Ј Select the desired TECTIQ Control with a mouse click.  
The "Security and data protection" window opens.  

 

Ј Read the terms of use and agree to them.  
Ј Read the privacy policy and agree. 

 

Ј Click on the "Apply" button.  
The TECTIQ Access Manager work window opens. 

 

In the following sections you will find out in brief : 

¶ how to create and manage persons and groups of persons,  

¶ how to manage access authorisation s ,  

¶ how to manage personal locking media for users and system media,  

TECTIQ Access Manager 
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¶ how to create and manage schedules.  

 

For a detailed description of the structure of the TECTIQ Access Manager, its functionalities and operation, please refer 

to chapter 6 ff in the reference manual.  

 
3.3. Add person 

 

Ј Open the ɣ Persons˞ overview. 
Ј Select the group of persons to which your new user should be added (1.).  
Ј Click on the "+ NEW" button above the list of persons (2.).  
Ј Enter the personal data (3.).  

 

 
 

All access authorisation s  for the selected group of persons are automatically assigned to the new user . You can add or 

deselect individual authorisation s  for the person.  

 

Ј Switch to the locking plan view and adjust the authorisation s  for doors or door groups individually.  
Ј For individual access times: Select an existing schedule or create a new one.  
Ј Set the validity of the locking medium . The default setting is the validity from the system configuration.  
Ј Assign a locking medium  to the person and program it. After programming, a receipt  with all relevant data is 

available for printing under the menu item "More information". See sample in the appendix.  
Ј Hand the person their locking medium  and have them confirm receipt.  
Ј Instruct the person in the system and inform them about their authorisation s , times and the validation and 

updating of the personal locking medium . 
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3.4. Edit person  

 

Edit person names 

 

Ј Open the "Persons" overview. 
Ј Select the person in the list of persons.  

If the person is selected in the list, the 
editing area switches to edit mode.  

Ј Place the mouse pointer in the input 
fields and make your entries.  

 

 

 

 

 

 

 

 

 

 

Change person group 

 

Add a person to a (different) group of persons to 

assign them access rights to this group.  

 

Ј Open the "Persons" overview. 
Ј Select the person in the list of persons. 
Ј Move the person from the list to the 

desired group of persons. 
- or - 

Ј Open the Person group list field and 
select the desired group.  

 

Ј Complete the process by programming 
the locking medium . 
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Change access authorisation  

 

If you want to assign a user the access authorisation  of a 

group of persons, add them to this group (see Ą Change 

group of persons). 

 

Grant access authorisation s  to other doors or door groups 

in the ˞Persons˟ overview or in the locking plan overview. 

 

 

In the Persons view:  

 

Ј Open the "Persons" overview. 
Ј Select the person in the list of persons. 
Ј Expand the "Permissions" list field.  

 

Please note: Changes are applied immediately.  

 

Ј Revoke an authorisation  by pressing the "Delete 
authorisation " button for the door in question.  

 

Ј Complete the process by programming the locking 
medium . 
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In the locking plan overview :  

 

Ј Open the Keylock plan menu. 
Ј Find the person by entering the name in the search field. The keylock plan displays suitable search results as 

you type.  
 

 

 

Ј Assign the person the required authorisation s  for 
doors or door groups by setting aî at the 
appropriate point in the locking plan.  

Ј Revoke access authorisation s  by deleting the î at the 
relevant point.  

 

 

Ј Complete the process by programming the locking 
medium . 
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Assign schedule 

 

A schedule restricts the person's access times. The schedule of the 

person group is preset.  

 

You can assign the person a different schedule. You can also 

permanently grant or completely remove authorisation  for individual 

doors.  

 

Ј Open the ɣ Persons˞ overview. 
Ј Select the person in the list of persons. 

 

 

Assign the person a different schedule:   

Ј Click on the "Individual schedule" button.  
Ј Unfold the list of schedules.  
Ј Select a schedule from the list.  

 

Assign the person a different schedule for individual doors:  

Ј Expand the "Permissions" list field.  
Ј Select the door or door group to be changed from the list.  
Ј Unfold the list of schedules.  

 

Ј Assign permanent access authorisation  by selecting the entry 
"24/7".  

Ј Restrict the access authorisation  in terms of time by selecting 
a schedule. 
If no schedule can be selected, create a schedule in the 
Schedules view and assign it to the person group or person.  

 

Ј Withdraw authorisation  by selecting "No authorisation ".  
For individual doors, this setting is the same as the "Delete 
authorisation " button.  

 

Ј Complete the process by programming the locking medium . 
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Limit access authorisation  in terms of time  

 

For time-limited access - e.g. for visitors, trainees or tradesmen who are only granted access for a limited period of 

time - set the start and end dates for the validity of the locking medium . 

 

Ј Open the ɣ Persons˞ overview. 
Ј Select the person in the list of persons. 
Ј Expand the "Other settings" list field.  
Ј Click on the "Validity of access rights (from...to)" button.  
Ј Select a start date and an end date.  

Without a start date, the access authorisation s  are valid immediately.  
Without an end date, the access authorisation s  are valid indefinitely.  

 

If you also want to restrict access to certain times, assign the person (or group of persons) a schedule.  

 

Ј Complete the process by programming the locking medium . 
 

3.5. Delete person 

 

Deleting a user has the effect of deleting all the person's data.  

 

Please note: Persons can only be deleted if all locking media have been 

returned and the assignments of the media to the person have been 

removed. This ensures that access attempts with blocked locking media 

are rejected and logged. It is possible to chang e the person's name.  

 

Ј Open the ɣ Persons˞ overview. 
Ј Select the person in the list of persons. 
Ј Click on the "Delete person" button.  
Ј If you are sure you want to remove the person from the 

system, answer the security prompt with "Confirm".  
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3.6. Add group of persons 

 

For better orientation, group persons with similar authorisation s  together in groups . Groups of persons make it easier 

to manage a locking system. Access rights can be granted or withdrawn from a group of persons, schedules can be 

specified and much more.  

 

A person can be assigned to a maximum of one group of persons.  

 

Ј Open the ˞ Persons˟ overview.  
Ј In the upper part of the " Persons" window, click on the  

"+ NEW" button (1).  
Ј Enter a name for the group (2) in the editing area.  

As soon as the program recognizes a name, a tile (3) is created 
for the new group and the name is displayed.  

 

If applicable:  

Ј Select a schedule for the new group (4).  
Ј Select access authorisation s  for doors or door groups for the 

person group (5).  
 

Group authorisation s  are inherited by all persons belonging to the 

group.  

 

Group authorisation s  can be granted in the Persons view or in the 

locking plan view.  

 

It is not possible to create and program a locking media for a group of 

persons. locking media can only be assigned to persons.  
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3.7. Edit group of persons 

 

Change group name 

 

Ј Open the ɣ Persons˞ overview. 
Ј Select the tile for the group.  
Ј Place the mouse pointer on the name field 

with the group name.  
Ј Change the group name as required.  

 

 

 

 

 

 

Assign schedule for group of persons 

 

Ј If not already available, create a suitable 
schedule in the Schedules view. 

 

Ј Open the ɣ Persons˞ overview. 
Ј Select the tile for the group.  

 

If a schedule is to be valid for all doors and door 

groups:  

Ј Expand the "Schedule" list field and select the 
desired schedule from the list.  

 

If a schedule is only to be valid for individual doors or 

door groups:  

Ј Expand the " Authorisation s " list field.  
Ј Select the desired door or door group from the 

list.  
Ј Unfold the list of schedules.  
Ј Assign permanent access authorisation  by 

selecting the "24/7" entry.  
Ј Restrict access authorisation  in terms of time 

by selecting a schedule. 
 

 

Ј If you select "No authorisation " instead of a 
schedule, you revoke the corresponding 
authorisation .  
This setting is the same as the "Delete 
authorisation " button.  
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3.8.  Revoke the authorisation s  to a group of persons  

 

Revoke the access authorisation s  of all persons in a group.  

If access authorisation s  are revoked, the data remains stored in the system and access can be actively prevented. 

Denied access attempts - e.g. using locking media that have not been returned - are also logged.  

 

Ј Open the " locking plan" view.  
Ј Select the group column.  
Ј Remove all authorisation s  in the complete 

group column by removing the . î 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Alternatively, you can revoke authorisation s  in the 

Person group view:  

Ј Open the ɣ Persons˞ overview and select the 
tile for the group.  

Ј Expand the "Permissions" list field.  
Ј Select the desired door or door group from the 

list.  
Ј Revoke the authorisation  by clicking the 

"Delete authorisation " button.  
This setting is equivalent to the "No 
authorisation " entry in the list of schedules.  

 

 

  



TECTIQ in a nutshell. 
 

TECTIQ Manual 20-05 ABUS Security Center GmbH & Co KG 24 

3.9. Delete a group of persons 

 

You can delete empty groups of persons.  

 

Ј Open the ɣ Persons˞ overview. 
Ј Select the group of persons to be deleted.  
Ј Assign the persons contained to other groups of 

persons by selecting the persons in the list and 
moving them to the relevant group.  
For a multiple selection, press the Shift key and 
click on the desired persons.  
Alternatively, move the persons to the "Not  
assigned" group or delete them.  

Ј If the group of persons no longer contains any 
persons, click on the "Delete group of persons" 
button.  

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 

3.10. Manage locking media and system media  

 

Under the system settings you can display all 

locking media and system media available in the 

system. This gives you a quick overview of 

available media.  

 

Information on the locking media can be adjusted 

here. The locking media are assigned during the 

creation and editing of new persons.  

 

System media is used to display card information 

and centrally manage all system cards required for system support and maintenance, such as parameter cards , log 

cards, reset cards, blacklist cards and emergency opening transponders .  

 

You can give system media a name, add a description and define the validity of the system medium. An unlimited 

validity is set in the system for emergency opening transponders. It cannot be changed. All system media can be 

deleted. Please note, however, th at you cannot access important functions without a system card.  
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3.11. Block a locking  or system medium  

 

Block a locking or system medium if it has been lost or 

stolen.  

 

Requirements for blocking a locking medium  :  

¶ You need a blacklist card for your locking system to 

activate the locking medium  blocking function in 

all door components.  

 

Ј Open the Dashboard view. 
Ј Select the "locking media lost or stolen" tile.  
Ј Enter the name of the person whose locking 

medium  is to be blocked or the name of the system 
medium in the search field.  

Ј The locking and system media found are displayed 
as a results list.  

 

If you do not know the exact name, the search function will 

show you matching entries after entering just 2 letters.  

 
Ј Press the "Block medium" button in the desired 

line.  
 
Ј The blocking will be confirmed and a list of all 

affected doors will be made available for download.  
Ј Download the list to your PC by clicking on the blue download button.  

 

 
 

 

 

 

Ј You will find the download list in your download 
directory 

 

 

 

 

 

 

 

 

 

Ј Take the blacklist card.  
Ј Present the blacklist card at the table reader 

(1). 
 
Ј Go to all door components from the download 

list and present the blacklist card (2).  
 

Please note: 

Blocking lists are only transferred to the door 

components via the blacklist card!  
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3.12.  Edit a locking medium  

 

You can add information to the locking media in the person's 

editing area.  

 

Change the name of the locking medium  

 

Ј Give the locking medium  a concise name. 
 

¶ For example, select the transponder number 

"KDExxxxxx" printed on the locking medium . 

¶ Note: Careful data maintenance makes it easier for 

you to assign issued locking media to persons.  

 
locking and unlocking the locking medium  

 
The current locking status is displayed. You can set and 

remove a lock, e.g. if the locking medium  has been found 

again.  

 

Please note: Any change to the locking status must be 

transferred to each door component using the locking list 

with the locking card (blacklist card).  

 
Add description of the locking medium  

 
Ј You can add a description to each locking medium , e.g. "Replacement medium issued on ".  

 
 

Add another locking medium  

 

Ј You can create and issue another locking medium  to a person.  
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3.13. Delete locking  medium  

 

locking media can be separated from a person by deletion.  

 

Ј To do this, expand the "More info" editing view in 
the Persons view under locking media.  

Ј Click on "Delete locking medium ".  
Ј If you click the "Confirm deletion" button, the 

assignment of the locking medium  to the person is 
cancelled. 

 

The locking media is assigned to the pool of unassigned 

locking media and can be deleted here and then assigned to 

another person  

 

Please note: 

Attempts to gain access with unassigned keys are not logged. 

It is therefore recommended to block a locking medium  in 

most cases! 

 

To delete a locking medium , it must not be blocked.  

 

During the deletion process, the locking media must be presented at the desktop reader. Lost locking media cannot 

be deleted and must be blocked.  
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3.14. Create schedule 

 

Ј Create a new schedule in the Schedules view.  
Ј You can find out everything you need to know about 

creating and editing schedules in chapter 11 of the 
reference manual.  

 

Up to 300 schedules with up to 15 time intervals each can be 

stored in the TECTIQ access control system. 

 

Only one schedule is valid per person. The first time a schedule 

is created, the new user inherits the schedule of the person 

group to which they are assigned. The schedule can be 

customised, or a new individual schedule can be created.  

 

Each schedule can be used by all groups of persons and/or 

persons in the system. It is therefore recommended that 

schedules are named simply, neutrally and uniformly (e.g. according to the set time interval "Mon -Fri 08-18"). 

 

Blocking days can be added to each schedule on which users do not have access to the secure area (e.g. company 

vacations). 

 

Ј Please note: A schedule is only applied if it has been assigned to a group of persons or a person and the 
associated locking media have been updated.  

 

 

3.15. Edit schedule 

 

A schedule can be edited/changed in the Schedules view. See reference manual chapter 11. 

 

Ј Please note: A schedule only becomes effective after the locking medium  has been updated.  
Ј Please note: Every change to a schedule affects all groups of persons and persons whose authorisation  is 

linked to the schedule.  
 

 

3.16. Delete schedule 

 

A schedule can be deleted in the Schedules view. The prerequisite is that it is no longer assigned to a person group or 

person. 
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4.  TECTIQ - For installers  
 

You are a service technician or ABUS specialist retail partner. You plan access control systems with ABUS TECTIQ. You 

plan the system, determine the requirements and order the components. You plan doors and system components. 

You are the contact person for your customers or have concluded service and maintenance contracts.  

 

Contents 

4.1. Realising a TECTIQ access control system - First steps 

4.1.1. Installation location of the TECTIQ Control  

4.1.2. Cable routing 

4.1.3. Installation location of the update terminal  

4.1.4. Setting up the PC 

4.1.5. Connect desktop reader 

4.1.6. Start TECTIQ Control  

4.1.7. Update Connect terminal to TECTIQ Control  

4.1.8. Set up system media 

4.2. Project planning and commissioning 

4.2.1. Planning doors and door groups  

4.2.2. Assigning and setting door components  

4.2.3. Programming door components  

4.2.4. Define schedules 

4.2.5. Create groups of persons and persons 

4.2.6. Assigning access authorisation s  

4.2.7. Programming locking media  

4.3. Issue TECTIQ locking media 

4.4. TECTIQ system handed over to the operator 

 

 
4.1. Realizing a TECTIQ access control system - First steps 

 

The first steps in the implementation of a TECTIQ access control system relate to the system components  central unit, 

update terminal, PC and desktop reader as well as the system media (parameter card).  

 

 

4.1.1. Installation location of the TECTIQ Control  

 

¶ Protected from unauthorised  access - e.g. server room 

If necessary, the device must be accessible for maintenance 

personnel, e.g. to read the LED. 

¶ Supply with mains voltage  

¶ Recommendation: UPS-buffered  

¶ Network connection  

¶ Recommendation: own network strand  

¶ Sufficient ventilation in closed environments (e.g. distribution cabinet)  

 

 

 

Important!  If the power supply to the control panel fails for an extended period, the access 
authorisation s  in Update Terminals are no longer updated.  

¶ Make sure that the mains adapter cannot be unplugged from the socket!  

¶ Secure the supply to the TECTIQ Control separately.  
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4.1.2. Cable routing 

 

 

NOTE High-energy events in the power grid, e.g. as a result of a lightning strike, can destroy 
electronic devices due to overvoltage.  

¶ Avoid conductor loops in the electrical and network installation (see illustration).  

¶ Install lightning and surge protection.  

 

 
 

Ј Watch out for manipulation possibilities, especially with supply and network cables. If it makes sense, lay 
separate lines and secure them separately.  

 
4.1.3. Installation location of the update terminal  

 

The update terminal  consists of the wall reader unit and the control unit. The same criteria and measures apply here 

as for the control panel.  

 

Compact installation  (wall reader and control unit in a common flush -mounted box) should only be carried out in 

protected indoor areas where no unauthorised  tampering is to be expected. In all other cases, install the wall reader 

and control unit separately, e.g:  

 

¶ in the outdoor area,  

¶ in publicly accessible areas (corridors, stairwells),  

¶ if no sensitive connection cables (network, door control) are to be located at the installation site of the 

reader unit,  
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4.1.4. Setting up the PC 

 

The PC is required for working with the access control software  TECTIQ Access Manager and for writing the locking 

media and system media. The PC is generally not required for operating the system and updating the locking media. 

You need: 

 

¶ Network connection  

The PC can also be connected to the network router via WLAN.  

¶ IT administrator rights to install the software.  

 

 

 

 

4.1.5. Connect desktop reader 

 

Ј Connect the desktop reader to a free USB port on the PC. 
 

 

 

 

4.1.6. Start TECTIQ Control  

 

Prerequisites:  

¶ TECTIQ Control connected to the network and power supply.  

¶ A DHCP server or DNS server is present in the network or router.  

¶ The TECTIQ Control and PC are accessible in the same network. 

¶ PC connected to network and power supply.  

¶ TECTIQ Access Manager access control software is installed on the PC. 

¶ TECTIQ desktop reader is connected to PC. 

 

 

 
 

Start TECTIQ Access Manager 

 

Ј Switch on the PC. 
Ј Start TECTIQ Access Manager. 

 

 

 

Select language 

 

Select the language for the user interface of the TECTIQ Access 

Manager software. 

 

Ј Click on the flag in the header.  
Ј Select the desired language from the list box.  

The selected language is displayed as a flag in the 

header.  
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Log in with ABUS account 

 

To set up a new access control panel, you need an ABUS 

Online Account as a specialist installer.  

 

If you do not yet have an ABUS account, register and create a 

new ABUS account. Registration as a specialist installer is 

reserved for authorized specialist retail partners.  

 

Ј Enter your login data.  
Ј "Press the "Log in" button.  

 

 

 

 

 

Settings for initial connection  

 

Ј Open the TECTIQ menu. 
Ј Open TECTIQ Manager Settings. 
Ј Activate remote access. 
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Switch on and connect the access control panel 

 

On delivery, the TECTIQ access control panel is configured for 

connection via a router and addressing via DHCP. As a rule, the 

router should find the access control panel when it is switched 

on.  

 

Coordinate the addressing of the TECTIQ devices in the 
network with the administrator of the IT system.  
 

 

Ј Switch on the power supply for the TECTIQ Control. 
 

The Control starts up. This process may take a few minutes.  

As soon as the LEDs and  light up green, the alarm panel is 

ready for operation and is connected to the network.  

 

 

An TECTIQ Control found should automatically appear on the 

interface.  

 

 

If the Control does not appear automatically on the interface:  

Ј Press the "Search again" button.  
 

 

- or - 

 

 

Connect via IP address: 

Ј Read the IP address in the network router.  
Ј Open the "Edit" menu.  
Ј Select "Add control via IP address".  
Ј Enter the IP address of the control.  
Ј Click on "Add".  

 

 

  



TECTIQ in a nutshell. 
 

TECTIQ Manual 20-05 ABUS Security Center GmbH & Co KG 34 

If the initial recognition process has already been carried out on a control panel, it has a Connect ID  and can also be 

added with this. The Connect ID can be copied from an Access Manager to which the access control panel is known.  

 

If you have access to the Access Manager in which the TECTIQ Control is logged in  

 

Ј Select the TECTIQ Control in the original Access Manager. 
Ј Click on the Copy symbol next to the Trash icon. 

Connect ID is copied to the clipboard.  
 
 
 
Ј Open the current Access Manager. 
Ј Open the "Edit" menu  
Ј Select "Add control via Connect ID".  
Ј Paste the Connect ID from the clipboard. 
Ј Click on "Add".  

 

 

 

 

 

 
 
 
 
 
You identify the access control panel found using its serial 

number.  

 

Connect to the control that was found:  

Ј Click on the desired tile.  
 

 

 

 

 

 

The dashboard is displayed in a new window.  
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Set the date and time  

 

Check the time in the TECTIQ Control and update the settings if 

necessary.  

 

The system time is of central importance for the reliable 
functioning of the access control system. If the system time 
is not set correctly, it is possible that access to the secured 
area will not be granted.  

 

Ј Start the Access Manager and connect to the TECTIQ 
Control. 

Ј Select the System settings view  and the buttons  

System configuration and  Time settings. 

 
We recommend setting the time via a time server (NTP)! 
 
Ј Select "Time server (NTP)" so that the system can 

synchronize the date and time automatically on a 
regular basis.  

Ј In the "Time server (NTP)" field, select "Default" or the 
option for manual entry. In the latter case, enter an 
Internet address for a time server - e.g. for the legal 
time in Germany: ptbtime1.ptb.de  

Ј End the entry with "Apply".  
 

- to set the time manually:  

 

Ј Select "Manual time entry"  
Ј Enter the current values for "Date" and "Time".  

Enter the time zone corresponding to the system 
location, e.g. "Europe/Berlin" for the time in Central 
Europe.  
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Update the firmware  

 

Before working in the software, make sure that the firmware  in 

the TECTIQ Control is up to date.  

 

Ј Start the Access Manager and connect to the TECTIQ 
Control. 

Ј Select the System settings view  and the buttons  

System configuration and  Firmware update.  

 

The current firmware version is displayed.  

 

Ј Download an updated firmware to the local hard disk.  
Ј Select the "Firmware Update" button and select the 

downloaded software on your local PC.  
Ј Follow the further instructions.  

 

 

 

 

 

Enter the project data  

 

The system name is displayed at the top of the dashboard . 

The factory default setting here is the serial number of the 

access control panel.  

 

Enter the system name agreed with the operator.  

 

Ј System settings viewĄ System configurationĄ 
System information  

Ј Enter the device name.  
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Network settings 

 

If your network settings  require a fixed (static) IP address, 

configure the network access of the TECTIQ Control. 

 

Ј Select the System settings view  and the buttons  

System configuration and  Network settings.  

 

Ј Select your settings according to the network 
configuration at the final installation location.  

Ј Select "DHCP" for automatic address assignment. 
Ј Select "Static IP address" to set the Internet address 

manually. You can obtain the required data from the 
network administrator.  

Ј Finish the entry with "Confirm".  
 

After changing the network settings, the control restarts and 

disconnects. The connection to the control must then be re -

established.  

 

If you have accidentally changed the network settings and no 

longer have access to the control, you can reset the network 

settings.  

 

 

4.1.7. Update Terminal Connect with TECTIQ Control  

 

Prerequisites:  

¶ TECTIQ Control connected and ready for operation.  

¶ Update terminal connected to power supply and network.  

¶ Update Terminal and TECTIQ Control accessible in the same network.  

 

Ј Coordinate the addressing of the TECTIQ devices in the network with the administrator of the IT system.  
 

 
Add the update terminal  

 

Ј Select the System components view .  
Ј Press the "+ NEW" button. 
Ј Enter a name for the update terminal in the 

editing area.  
 

The update terminal is displayed as a tile on the user 

interface.  

 

Ј Select your settings according to the network 
configuration at the final installation location.  
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Connect with Update Terminal 

 

Ј Click on the desired update terminal with the mouse 
pointer.  

 

 

Add update terminal automatically:  

Ј Select "Add system component".  
 

The alarm panel starts a search process in the network.  

 

If no update terminal was found, the search can be started 

again later ("Refresh").  

 

 

Update terminals found in the network are displayed with 

their serial number (1.).  

 

Ј Press the "Apply" button.  
 

The control connects to the terminal.  

 

The connected update terminal is displayed in the work area 

with the status "Green" (= "Connected").  

 

 

 

 

Alternatively, enter the IP address for the update terminal 

manually (2.):  

 

Ј Select IP address 
Ј Enter the connection data from your router.  
Ј Select "Apply".  
 
 
 
 

 

4.1.8. Set up system media 

 

Create the required system media for the system. You will need 

the desktop reader for this.  

 

¶ Parameter card - required  

¶ Blacklist card - required  

¶ Emergency opening transponder - may be required 

depending on the building  

¶ Protocol card - optional  

¶ Reset card - optional  

 

 

 

 

 

 

Ј Select the System settings view  and System media .  

Ј Select the media type to be described by pressing the relevant button.  
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Ј Press the "+ NEW" button. 
Ј Enter a name for the system medium.  
Ј Enter a date until which the medium should be valid.  
Ј Click on the "Apply" button.  
Ј Place the medium on the desktop reader and wait until the writing process has been completed.  

 

The system medium on the desktop reader must match the selected media type.  
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4.2. Project planning and setup 

 

When configuring , you first enter the system data - doors, door groups, system devices - in the TECTIQ Access Manager, 

then enter the personal data and finally assign the access authorisation s  in the locking plan.  

 

When the system is set-up, the configured data is written to the door components. Basically, two different procedures 

are useful, which can change depending on the customer or specific requirements.  

 

¶ During on-site commissioning, the door components are already installed at the customer's premises , and 

you load the data into the door components at the door.  

¶ During workshop commissioning, program the components first before installing them at the customer's 

premises.  

When doing this, please note that door components are always decoupled after programming. Without a 

functioning locking medium  or other suitable measures, you can lock yourself out of the secured area!  

 

In general, the following sequence is recommended for project planning and commissioning of TECTIQ access control 

systems.  

 

1. Create doors and door groups. 

2. Assign door components to the doors.  

3. Program door components. 

4. Define schedules (optional).  

5. Create persons and groups of persons. 

6. Issue access authorisation s  in the locking plan.  

7. Configure locking media.  

8.  Program locking media.  

9. Test the function of the door components and locking media.  

10. Issue locking media to users. 

11. System handed over to operator.  
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4.2.1. Planning doors and door groups  

 

Enter the planned doors  and door groups in the Access 

Manager. 

You can use two ways to do this:  

 

In the locking plan view:  

Ј Press the quick button  and select the "Create a 

door group | individual door]" command in the list 
field.  

Ј Enter the name for the door or door group.  
 

In the view doors:  

Ј Press one of the two "+ NEW" buttons.  
Ј Enter the name for the door or door group.  

 

In the Doors view, you can then continue by selecting the 

door components (cylinder, fitting or wall reader).  

 

 

 

 

 

 

 

 
4.2.2. Assign and set door components  

 

Assign the correct door component to the doors.  

 

Ј Select the view doors. 
Ј Select the desired door from the door list.  

For large lists, you can restrict the door list by 
preselecting the appropriate door group.  

Ј Click on the "Door components" list field.  
Ј Select the desired door component - cylinder, 

fitting, wall reader or update terminal.  
If an update terminal also controls a door, configure 
it not only as a system device but  also as a door 
component.  

 

 

 

 

 

 

Set the correct operating parameters for the door components. If necessary, enter further information for the doors.  
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Update terminal as door component  / wall reader  

 

Select the characteristic for the relay configuration  according to 

the actuator on the controlled door.  

 

Note the current that flows when the door is opened. 

Components such as electric strikes may only be energized for a 

certain duty cycle (ED).  

Motorized door drives or electronic door controls usually have 

high -impedance inputs that may be permanently energized.  

 

 

Ј Coordinate the settings with the intended use, 
especially for doors that are opened permanently.  

 

For electric strikes or simple door drives:  

¶ NO contact impulse: "NO impulse" 

 

For electric strikes or door drives with closed -circuit current 

monitoring:  

¶ NC impulse: "NC impulse" 

 

For turnstiles, entrance areas 

¶ NO impulse: "NO impulse" 

 

Door operator with closed -circuit current monitoring:  

¶ NO impulse: "NO impulse" 

 

Ј Set the release time for the relay under Time period.  
 

Ј Select whether an acoustic signal sounds when a 
medium is presented to the wall reader.  
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Fitting  

 
Ј Assign a name for the door component.  
Ј Assign the door to a door group.  
Ј Set the door release time under Opening time.  

 
On delivery, the electronic fitting is coupled in, i.e. access from 

both sides is guaranteed for installation.  

 

After programming, the fitting is in the decoupled state. 

Access is then blocked from this side. 

¶ If you program the fitting in advance and then install 

it, make sure that you do not lock yourself out.  

¶ Keep the door open or distribute valid locking media 

promptly.  

 

 

 

 

 

 

 

 

Cylinder 

 
Ј Assign a name for the door component.  
Ј Assign the door to a door group.  
Ј Set the door release time under Opening time.  

 
On delivery, the electronic locking cylinder is coupled in, i.e. 

access from both sides is guaranteed for installation.  

 

After programming, the read head is in the decoupled state. 

Access is then blocked from this side. 

¶ If you program the locking cylinder in advance and then 

fit it, make sure that you do not lock yourself out.  

¶ Keep the door open or distribute valid locking media 

promptly.  
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4.2.3. Office Mode Settings 

 

An office mode can be activated on the TECTIQ door 

components. This can either be provided with a time window 

or activated without a time restriction. Office mode can then 

either be activated and deactivated manually at any time, or 

activated within a time window and au tomatically deactivated 

when the time window expires  

 

Ј Click on the the slider to activate the Office Mode 

Ј Either select "unlimited" as the "from" and "to" 

value or assign a time window  

 

 

After successful programming via parameter card, the Office 

Mode can be activated for a door with a transponder 

authorized for opening by presenting it twice and deactivated 

by presenting it three times.  

 

 

 

4.2.4. Program door components  

 

The door component is programmed after the door component 

has been assigned and set in the editing area of the door 

component or later in the task list.  

 

To program a door component, you need the TECTIQ Access 

Manager, the TECTIQ reader and a parameter card (system 

medium). Please note: The parameter card can only be used to 

parameterize the door component for 15 minutes after 

programming.  

 

Select a parameter card.  

 

Ј Select the "Apply" button  
Ј Place the selected parameter card on the desktop 

reader and wait until the green LED lights up.  
 
Ј Present the parameter card to the door component 

within 15 minutes. Wait until the LED on the door 
component lights up green.  

 
Please note: The process is only complete when you present the 
parameter card to the desktop reader again and the LED on the 
desktop reader lights up green.  
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4.2.5. Define schedules 

 

Schedules are used to restrict access authorisation s  in terms of time. Schedules  can be used for individual persons or 

for entire groups of persons. To access schedules when creating persons, they must be defined beforehand. The 

creation of schedules is optional.  

 

¶ You create a new schedule in the Schedules view. 

¶ You can find out everything you need to know about 

creating and editing schedules in chapter 11 of the 

reference manual.  

 

Up to 300 schedules with up to 15 time intervals each can be 

stored in the TECTIQ access control system. 

 

Only one schedule is valid per person. The first time a schedule 

is created, the new user inherits the schedule of the person 

group to which they are assigned. The schedule can be 

customised or a new individual schedule can be created.  

 

 

  



TECTIQ in a nutshell. 
 

TECTIQ Manual 20-05 ABUS Security Center GmbH & Co KG 46 

4.2.6.  Create groups of persons and persons  

 

You can create groups of persons to easily manage authorisation s . A 

group of persons can be granted or withdrawn access rights 

collectively, schedules can be specified and much more.  

 

A person can be assigned to a maximum of one person group.  

 

Ј Open the ɣ Persons˞ overview. 
Ј In the upper part of the " Persons" window, click on the "+ NEW" 

button (1).  
Ј Enter a name for the group (2) in the editing area.  
 

¶ As soon as the program recognizes a name, a tile (3) is 

created for the new group and the name is displayed.  

 

If applicable:  

Ј Select a schedule for the new group (4).  
Ј Select locking permissions for doors or door groups for the person 

group (5).  
 

Locking permissions are inherited by all persons belonging to the 

group.  

 

locking permissions can be issued in the Persons view or in the 

locking plan view.  

 

It is not possible to create and program a locking media for a group of 

persons. locking media can only be assigned to persons.  

 

Further information on editing groups of persons can be found in 

chapter 3 and in the reference manual.  

 

 

Add person to the person group  

 

Stay in the ˞Persons˟ overview. 
 
Ј Click on the "+ NEW" button above the list of persons.  
Ј Enter the personal data.  

 
After entering the name in the editing area and selecting the person 
group, all access authorisation s  for the selected person group are 
automatically assigned to the new user  
 

The editing area offers you extended setting options.  
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4.2.7. Assign access authorisation s   

 

In the locking plan view, you assign the authorisation  for door groups and doors to groups of persons and persons in 

a graphical overview.  

 

Ј Assign the required authorisation s  for 
doors or door groups in the locking plan 
to groups of persons and persons by 
setting aî in the appropriate place.  

 
Ј First grant authorisation s  at group level.  

 
Ј Add individual access authorisation s  by 

setting an x or remove authorisation s  by 
deleting theî in the appropriate place.  

 
 
 
 
 
 
 
 
In the P˞ersons˟  overview, you assign a schedule to 

groups of persons or persons. The schedule of a person 

group is preset when a person is added to the person 

group. It is replaced by the selection of an individual 

schedule. 

 

Instead of a time schedule, the setting "No authorisation " 

or "24/7" can be selected under Authorisation s  for each 

door for continuous authorisation . 

 
Ј Define the validity of the access authorisation  

under Further settings.  
 
Please note: locking authorisation s  and schedules must 

be transferred to a valid locking medium  before they 

become effective. 
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4.2.8.  Program locking media  

 

 
Ј Set the validity of the locking medium . The default 

setting is the validity from the system configuration.  
 
Ј Assign the locking medium  to a person.  

 
Ј Present the locking medium  to the reader.  

 
After successful programming, the system reports " locking 

media assigned".  

 

Ј Complete the process. 
 

 

4.3. Issue TECTIQ locking media 

 

Ј After programming, a receipt with all relevant locking medium  data is available for printing under the "More 
information" menu item. See sample in the appendix.  

Ј Hand over the locking media created for the operator to the operator.  
Ј Inform the operator that receipts for the locking media are available in the system.  

 

 

4.4.  TECTIQ system handed over to the operator 

 

Ј Select role management in the system settings.  
 

 
 

Ј Create the operator or his authorized representative as administrator or complete the data.  
Ј Create an ABUS Online Account for the operator. 
Ј Log in with the operator's data.  
Ј Complete the data for your company under Installer Company.  
Ј If the customer wishes, deactivate your access (optional).  
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5. The system 
 

Contents 

5.1. Intended use  

5.2. Components 

5.2.1. TECTIQ Control  

5.2.2. TECTIQ Access Manager 

5.2.3. TECTIQ desktop reader 

5.2.4. TECTIQ Online Update Terminal 

5.2.5. TECTIQ offline door components 

5.2.6. TECTIQ locking media 

5.2.7. TECTIQ system media 

5.2.8.  Admin App 

5.3. System structure 

5.4. Technical data 

5.5. Where is which data stored? 

 

 

 

4.5.  Intended use  

 

¶ locking media-controlled access control for private and public buildings  

¶ Management and control of electronic door components such as door fittings, door cylinders and wall reader 

terminals for electric strikes, door drives, turnstiles in entrance areas and others - for interior and exterior 

building doors  

¶ Managing access authorisation s  

 

Improper use, repair work or modifications not expressly authorized by ABUS and improper servicing can lead to 

malfunctions and result in the loss of liability, warranty and separately agreed guarantee claims.  

 

 

4.6.  Components 

 

4.6.1. TECTIQ Control 

 

The TECTIQ Control  controls the system. It is housed in a 

protected room, e.g. in the office of the manager 

responsible or in a separate technical room, and stores all 

system data on all locations, the doors to be controlled, 

the users of the system and their access rights.  The TECTIQ 

Control is configured using an external computer - e.g. PC 

or notebook - and the access control software TECTIQ 

Access Manager. The TECTIQ Control is integrated into the 

local network.  
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The current status of the TECTIQ Control is indicated by status LEDs: 

 

 Power LED  red System start is being prepared 

 yellow System starts up 

 green System ready 

 

 System update  LED 
 

 blue System software is updated 

 

 Update  terminals  LED 
 

 green Connection to all update terminals OK 

 yellow Connection to at least one update terminal disrupted  

 

 Network status LED 
 

 green Online connection to the Internet  

 blue Connection to the local network router  

 from No connection  

 

 

 
 
 
4.6.2.  TECTIQ Access Manager 

 

The TECTIQ Access Manager is the configuration software for the 

system and runs on a standard PC. The TECTIQ Control makes its data 

available to the TECTIQ Access Manager locking software via the 

network. With an Internet connection and the remote access setting, 

the TECTIQ Control can also be operated from a remote location.  

 

PC / network requirements 

 

Processor min. 2.0 GHz  

Working memory min. 2 GB  

Storage space min. 2 GB 

Screen resolution min. 1440 × 1080 

Network connection  Ethernet 10/100/1000 (optional WLAN) 

Interfaces 3×USB (for desktop reader, mouse and keyboard) 

Operating system Microsoft Windows 10, Windows 11 (64-bit versions)  

Internet/network router  Yes 

 

 

NOTE Computer systems can be spied on and sabotaged! Unauthorised persons can manipulate access 
authorisation s  and threaten your property.  

¶ Do not use an operating system that is no longer updated by the manufacturer.  

¶ Replace discontinued operating systems with an up -to-date operating system as soon as 

possible. 

¶ Use an antivirus program and install the latest updates.  

¶ Find out about warnings and safety measures and follow them.  

¶ Only use the PC with reliable software. 

¶ Reliable information on security risks and measures can be obtained from the Federal 

Office for Information Security, for instance bsi.bund.de.  

 
 
 
 
 

https://www.bsi.bund.de/DE/Home/home_node.html
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4.6.3.  TECTIQ desktop reader 

 

The TECTIQ desktop reader is used to read and write locking media and 

system media. You need the desktop reader to commission the system, 

make changes and grant access rights. It is connected to the computer on 

which the TECTIQ Access Manager locking software is running. The TECTIQ 

desktop reader uses two status LEDs to indicate its operating status and 

the status of current processes. 

 

 

 

 

The media to be written are requested by the TECTIQ Access Manager. In 

this case, please present the locking or system medium in question on 

the reading surface of the desktop reader until the end of the process is 

signaled.  

 

 

 

 

 

 
4.6.4.  TECTIQ Online Update Terminal 

 

The TECTIQ Online Update Terminal is connected to the TECTIQ Control via 

the network. The connection is encrypted and therefore secure against 

eavesdropping or other manipulation.  

 

The TECTIQ Online Update Terminal consists of a wall reader, combined 

with the associated control unit. It is used for  

¶ Reading and writing locking media and system media,  

¶ Updating access rights and 

¶ Forwarding of information, events and feedback from offline 

door components (access gained, battery warnings, etc.).  

 

The online update terminal can also control a door opener or a door 

control unit. This makes it possible, for example, to simultaneously 

update the access authorisation s  on the personal locking medium  when 

accessing the secure area for the first time at the start of work.  
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4.6.5.  TECTIQ offline door components 

 

Offline door components  enable authorized users to access the secure area. Depending on their function, they allow 

access, control a door opener or activate a door drive. They also store events and data required for access control.  

 

 

Wall reader 

 

With wall readers , actuators are used to operate 

¶ electric door openers, barriers or gates or  

¶ Motor-driven doors, e.g. for swing doors, sliding doors, revolving 

doors, turnstiles  

after checking the access authorisation . 

 

The release status is signaled via an LED display, and an acoustic signal 

can also be set to sound when actuated.  

 

 

Electronic fitting  

 

Electronic fittings  enable the operation of the handles after checking the 

access authorisation . They are available in different versions.  

 

Electronic fittings can be operated in combination with a locking cylinder 

(Euro, round or oval profile), whereby the electronic access control 

function is mechanically overridden.  

 

The release status is signaled via an LED display. 

 

 
Electronic locking cylinder  

 

Electronic locking cylinders activate the locking function after the access 

authorisation  has been checked. This allows the authorized person to 

open and lock the door.  

 

Electronic locking cylinders are available in different versions.  

¶ Euro profile cylinder  

¶ Swiss round profile 

¶ Scandinavian oval cylinder and rococo cylinder  

 

With the electronic locking cylinders, one -sided or double -sided access 

control is possible.  

 

The release status is signaled via an LED display. 
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Electronic padlock 

¶ For switch cabinets, machine areas, depots, garages, outdoor 

EMC areas, barbecue huts, sheds, bicycle chains and much more. 

¶ Project planning and commissioning like an electronic cylinder  

 

 

 

 

 
4.6.6.  TECTIQ locking media 

 

TECTIQ locking media are contactless transponder systems with the 

particularly secure MIFARE® DESFIRE® system. locking media are available 

in various forms, e.g. as key fobs or transponder cards.  

The user presents their locking medium  at the door component or 

terminal. With the appropriate authorisation , the user can also open an 

area permanently. This mode is particularly suitable for stores or other 

buildings with opening hours for customers or the public, for example.  

 

TECTIQ locking media record information on the battery status and other 

events when a door component is used and transmit this back to the 

TECTIQ Control during the next update process  on the TECTIQ Update 

Terminal. This ensures that the access control system is kept up to date 

for all door components.  

 

 
4.6.7. TECTIQ System media 

 

TECTIQ system media are used for system support and maintenance. They are used for set -up procedures, to prevent 

unauthorised  access and to teach-in or teach -out door components, among other things. They should be stored in a 

safe place and only used by a small number of authorized persons.  

 

Parameter card 

 

The parameter card saves configuration data and transports it to the door 

component on site. Both during initial programming and when changes are made, 

the parameter card is written to with the desktop reader and read out by the 

respective component on site.  

The parameter card is also used to transfer the current time (date and time) to the 

door component.  

 

Ј To do this, present the parameter card to the desktop reader or to an 
update terminal if no active programming task is assigned.  

Ј Then present the parameter card on the door component.  
 

The parameter card is valid for a maximum of 15 minutes after writing.  
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Reset card 

 

The reset card is used to reset door components in order to remove them from 

the TECTIQ system. To prevent accidental resetting, a staged presentation to the 

door component in a specified time sequence is required.  

 

 

Protocol card 

 

The log card reads log data from the door components. Each TECTIQ door 

component - fitting, cylinder or wall reader terminal - stores up to 900 entries. 

These entries include, for example, access granted or denied, battery warnings 

or battery changes.  

 

 

Blacklist card 

 

If a TECTIQ locking medium  is lost or stolen, it can be blocked against 

unauthorised use. The blacklist card is used to actively block the locking media 

in question in the offline door components. Each door component saves its 

blacklist with entries for blocked locking media.  

 

If required, the blacklist card is loaded by the administrator with the necessary 

data and presented at each door component concerned. The TECTIQ door 

components read the blacklist card and update their internal blocking list. This means that access with the blocked 

locking medium  is no longer possible. Blocking must be removed using the blacklist card in order to be able to use a 

locking medium  that has been found again.  

 

An attempted access with a blocked locking medium  is saved in the event list of the door component and transmitted 

to the TECTIQ Control via the use of locking media. The event list is also transmitted to the TECTIQ Control via the log 

card. 

 

Emergency opening transponder 

 

The emergency opening transponder enables emergency services to gain access to the secured 

building or area. The emergency opening transponder is usually stored in a fire department key 

depot at the property. For ease of use, this medium is designed as a transponder.  

 

In an emergency - this is usually an emergency call to the fire department - the operations center 

activates access to the key depot for the emergency services. The emergency services use the TECTIQ 

emergency opening transponder to permanently set the resp ective doors to open status when 

presenting them. This status must be reset again once the operation has been completed.  

 

When delivered, the emergency opening transponder can be read by all door components and activates or deactivates 

the "permanently open" status.  
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4.6.8.  Admin App 

 

With the TECTIQ Admin App, you can use a smartphone to maintain the door components. 

The TECTIQ Admin App transmits data wirelessly to the door components via Bluetooth. It 

is used, for example 

 

¶ for synchronizing the time and date after a battery change.  

¶ to update the firmware.  

 

The range of functions of the Admin App is constantly being expanded. You can find the 

latest details at Abus.com.  

 

 

You can download the Admin App for iOS or Android from the App Store or Google Play Store.  

 

 

  

https://abus.com/
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4.7. System structure 

 

Depending on customer requirements, various expansion stages of a TECTIQ access control system are possible, e.g.  

 

¶ Simple TECTIQ system without update terminal 

¶ TECTIQ system with update terminal - at one location  

¶ TECTIQ system with update terminals at several locations 

 

 

 without update terminal  with update terminal  

 

Number of locking media  10 locking media per person 10 locking media per person 

Number of system media 25 system media per type 25 system media per type 

Across buildings Yes Yes 

Cross-location  Yes Yes 

Battery status message for door 

components 

Only via LED or protocol card Via LED, locking media or  

protocol card 

Door component protocols Only via protocol card Via locking media or protocol card  

Time limit for access authorisation s  Yes, via validity of the locking 

medium  

Yes 

Automatic extension of access 

authorisation s  

No Yes 

Changing access authorisation s   

(temporal, spatial)  

Only via Admin on the desktop 

reader 

To update terminal or desktop 

reader 

Blocking access authorisation s  Via blocking list (in door 

components) 

Automatically (when authorisation  

expires) or via blocking list (in door 

components) 

 Access  Only on control panel, updating of 

authorisation s  required locally on 

the desktop reader.  

Yes  

 

 

Components of a TECTIQ system  

(Legend for the following illustrations)  

 

1 TECTIQ Access Manager  

2 USB desktop reader 

3 TECTIQ door components, e.g.  

 electronic cylinder, electronic f itting,  

 wall  reader with door opener,  

 wall  reader with door drive , 

 electronic padlock 

4 Internet connection (optional)  

5 IP router 

6 TECTIQ Control  

7 Locking media 

8 System media 

9 Admin App 

10 Update terminal : Validate access authorisation s ,  

Updating access authorisation s, read status 

information (door components)  

11 Main building  

12 External building  

13 Update terminal with online connection to the main 

system (P2P service) 

14 Remote access by admin or specialist installer 
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TECTIQ system without update terminal 

 

 
 

 

TECTIQ system with update terminal - 1 location 
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TECTIQ system with update terminal - multiple buildings or locations  
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4.8.  Technical data 

 

 

System data 

 

Number of doors 3004 (doors with access control on both sides count as 2 doors) 

Number of doors/door groups 1004 

Number of door components  max. 3004 (corresponds to the number of doors configured in the Access 
Manager) 

Number of persons 2000 

Number of groups of persons 200 

Number of terminals  100 

Number of schedules 300 

Time intervals per schedule 15 

Number of blocking days 30 per schedule 

Number of system transponders 25 per type / max. 125 

Number of administrators  5 

Number of locking media per 
person 

10 

Number of system log entries 100.000 

 

 

Door components 

 

Log entries Max. 900 

Blacklist entries Max. 120 

 

 

Locking media 

 

Type ABUS MIFARE© DESFire© (3DES, AES128) 
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4.9.  Where is which data stored?  

 

 

Door components 

 

¶ Firmware - system and application software  

¶ Configuration data - system ID, door, door 

group 

¶ Operating data - access granted or denied, 

date/time  

¶ Block list 

TECTIQ Control  

 

¶ Firmware - System software 

¶ Project data - system ID, network 

management, doors, door groups, door 

components, persons, person groups, locking 

media, system components, locking plan, 

locking list, schedules  

¶  data  

¶ Firmware for  components  

 

Locking media 

 

¶ Door authorisation s  

¶ Validity of the authorisation s  

¶ Validity of the locking medium  

¶ Schedules 

¶ Authorisation s  for permanent opening  

¶ Transmitted log data (temporary)  

 

System media 

 

¶ All cards: system ID, validity (15 minutes) 

¶ Blacklist card: blacklist  

¶ Parameter card: Programming data for 

locking medium  

¶ Log card: Log data of a door component 

¶ Reset card: Authorisation  to reset a specific 

door component  

 

Update terminal  

 

¶ Updated access authorisation s  

¶ Validity period in case of connection failure  

¶ Transmitted log data (temporary)  

 

Admin App 

 

¶ Firmware updates for door components  

¶ Functionality will be expanded in the future, 

e.g. authorisation  for parameterisation  by 

administrators and ABUS specialist dealers 

 

TECTIQ Access Manager 

 

¶ Application software  

¶ Data backup files (backups, encrypted) 

 

ABUS online account 

 

¶ ABUS specialist partner / contact  

¶ Operator / Email contact 
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5. TECTIQ Access Manager - Interface  
 

Contents 

6.1. TECTIQ Access Manager - Interface 

6.2. Menu structure 

 

5.1. TECTIQ Access Manager - Interface  

 

 
 

1 Title bar 2    Menu bar   3  Work area 4    Editing area 

 

Title line (1) 

 

The title bar shows the language selection and a button for logging out of the system as basic elements.  

 

Menu bar (2) 

 

In the menu bar, select the view for your activities. The selected view  is displayed in the workspace.  

 

 
Front page / Dashboard 

 
View Doors 

 
View  

 
locking plan view  

 
View schedules 

  

 
Persons view 

 
System components view   
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Work area (3)  

 

Most of your activities take place in the work area. Depending on the activated view, you will find your tools for 

managing doors, TECTIQ door components, persons, locking plans and settings here.  

 

 

Editing area (4) 

 

The content of the editing area depends on the selected view and the respective activity in the work area , where  you 

will find informati ve texts about program functions and enter data about your locking system and its users.  
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5.2. Menu structure  
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6.  Main menu | Dashboard  
 

Contents 

7.1. Main menu overview  

7.2. Collective message system status 

7.3. Hotkeys | Shortcuts 

7.4. Lists & shortcut keys 

7.5. Loss of a locking medium  

7.6. System warnings 

7.7. Battery warnings  

7.8. Open tasks - task list 

7.9. Fault messages 

7.10. Events 

 

6.1. Main menu overview  

 

The main menu - or dashboard - is displayed after starting the program and logging into the system. You can access 

the main menu from other views via the button . Here you have an overview of 

¶ the current system status,  

¶ important system events,  

¶ open tasks (e.g. necessary battery changes),  

 

The main menu/dashboard gives you quick access to the most important functions and takes you directly to the 

relevant submenus.  

 

 
1 Plant name 

2 Collective message 

3 Shortcut keys 

4 Lists & shortcut keys 

5 Current system utilization  

6 System overview 

7 Links, FAQ 
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6.2. Collective message system status 

 

The collective message about the system status provides a quick overview of the system status and immediately 

signals any activities required by the system operator.  

 

Green: No acute message. 

 

Orange: System message 

¶ Software updates 

¶ Battery warnings  

 

Red: Connection error to an online terminal  

 

 

 

 
 

 
 

 
 

 

 

6.3. Hotkeys | Shortcuts 

 

The shortcut keys in the top row take you directly to the selected function:  

 

 

" locking media lost or stolen?"  

 Continue to the "Block locking media" menu  

 

"Add person":  Go to the " Persons" menu | Add new person  

 

"Add group":  Go to the " Persons" menu | Add new group  

 

"Add door":  Continue to the "Doors" | Add door menu  

 

"Change authorisation s ":  Continue to the " locking plan" menu  
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6.4.  Listen & shortcut keys  

 

 
 

 

The list fields show the last status messages. Clicking in the blue field takes you to the editing view of the selected 

list, where messages can be selected, displayed and edited. The dashboard shows 

 

¶ System warnings: 

System-related messages, e.g. firmware update for door components or faulty internet connection.  

 

¶ Battery warnings:  

Messages about door components whose battery level has fallen below the first warning message.  

 

¶ Open tasks: 

Messages about tasks to be completed in the system, e.g. required settings, parameterizations or updates.  

 

¶ Terminal connection problems:  

Messages about disrupted connections to online terminals. The relevant door function is not affected in this 

case; access authorisation s  in TECTIQ locking media continue to be updated on site for up to 72 hours.  

 

¶ Events: 

Information on personal and system -related events  
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6.5.  Loss of a locking  medium   

 

The TECTIQ access control system offers the highest possible protection against unauthorised  access to the secured 

area. By setting a short validity period for access authorisation  on the TECTIQ locking medium , the duration during 

which unauthorised  use is possible is reduced to a minimum.  

 

However, if a locking medium  is lost, measures must be taken immediately to prevent the risk of unauthorised use. 

Therefore, give instructions that the administrator is informed immediately of the loss of a locking medium . 

 

The locking medium  must be blocked immediately by the administrator in TECTIQ Access manager. Deletion of the 

locking medium  is not possible for security reasons. After expiry of the validity and blocking of the locking medium  in 

the TECTIQ Control, access to the secured areas is no longer granted. Unauthorised access attempts are logged in the 

event list.  

 

Blocking a locking medium  has several effects: 

 

¶ Regular updating of the access authorisation  for this locking medium  is prevented.  

This ensures that this locking medium  cannot be misused once it has expired at the latest.  

¶ The changed access authorisation  is immediately available in the existing online terminals. This means that 

as soon as the locking medium  is presented to one of these components, the validity on the medium is 

deleted.  

¶ The blacklist in the TECTIQ Control is updated and must be saved as quickly as possible in all affected offline 

door components. A blacklist card is required to transfer the blacklist  to the door components.  

 

The same applies to blocking a system medium: The system medium in question is actively excluded from the system 

and no longer has any function.  

 

 
 

Selecting the " locking media lost or stolen?" button opens the "Lock locking media" window.  

Enter the name of the relevant locking or system medium in the input field. The program displays matches 

immediately.  

 

Ј Use the slider with the mouse pointer to lock or unlock the medium.  
 

Please note: Blocking or unblocking only becomes effective in the offline door components once the blacklist has 

been transferred to the door components using the blacklist card!  
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6.6.  System warnings 

 

Clicking on the blue area in the "System warnings  " list box takes you to the "Warnings" submenu. Current warning 

messages stored in the system are displayed here. The list can be sorted by column in ascending or descending order.  

 

 
 

 

The following warning messages are displayed in the "Warnings" window:  

 

Warning message Meaning What to do:  

 

Firmware update available  Updated software is available for the specified 

device. 

Install the updated software for 

the specified device.  

Internet connection lost  The TECTIQ Control is no longer connected to 

the Internet. Connections to other locations 

may be interrupted (see also the separate 

message) 

Log out of the Access Manager. 

Check that the network cables are 

correctly seated. Restart the 

TECTIQ Control if necessary. If 

there is still no IT connection, 

inform your IT department or 

contact your ABUS dealer. 

 

Warning messages are stored in the event list after the firmware has been rectified or installed.  
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6.7. Battery warnings  

 

Clicking on the blue area in the "Battery warnings  " list field takes you to the "Battery warnings" submenu. Door 

components that have reported a low battery level are displayed here. The list can be sorted by column in ascending 

or descending order.  

 
 

Clicking on a battery warning displays details and the relevant door component in the editing area  

 

Ј Replace the batteries in the door components as soon as possible!  
 

Battery warnings are moved to the event list after the battery has been replaced. Please note that the new status is 

only transferred to the access control system after using a locking medium  and subsequent validation. A possible time 

delay has no influence on the function of the system.  

 

 
6.8.  Open tasks - task list  

 

Clicking on the blue area in the "Open tasks" list field takes you to the "Task list  " submenu. Tasks that require 

intervention by the system operator are displayed here, e.g. parameterizing new door components. The list can be 

sorted by column in ascending or descending order.  
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6.9.  Fault messages 

 

Disrupted connections to online terminals are displayed in the "Terminal connection faults  " list field. The relevant 

door function is not affected by this. Access authorisation s  in TECTIQ locking media continue to be updated - up to a 

maximum of 72 hours after the fault occurs - based on the locally stored data.  

 

 
 

 

 
6.10. Events 

 

The event list shows you clear information on usage and system maintenance. Messages about events such as granted 

or denied access attempts, software updates, writing to locking media, adding or deleting door components are 

displayed. This gives you a quick overview of whether unusual processes have been detected in the system.  

Events are displayed by default in the order in which they occur and can be sorted according to various criteria.  
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7. View locking plan | Keylock plan  
 

Contents 

8.1. Overview 

8.2. Representation 

8.3. Individual access authorisation s  

8.4. Group authorisation s  

8.5. Granting access authorisation  

8.6.  Withdraw access authorisation  

 

 

7.1. Overview 

 

The locking plan clearly displays the current authorisation s  for persons and the permitted doors.  

 

Here you can  

¶ Granting persons and groups of persons access authorisation  to doors or groups of doors 

¶ Change access authorisation s  

¶ Withdraw access authorisation s  

 

You can access the locking plan via the button  locking plan. Here, the persons and groups of persons are arranged 

horizontally and the doors and door groups vertically. Groups of persons and door groups are initially displayed 

collapsed but can be expanded individually or collectively at any time.  
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Collapse/expand groups 

 

Within the locking plan, expand the door or person groups by clicking on the  or  symbol for the respective 

group.  

 

If a door component is already assigned to a door, this is displayed as an icon next to the door designation.  

 

 

Function keys 

 

Three function buttons allow quick access for convenient and safe working:  

 Cancels the last changed access authorisation  (up to 5 steps). 

 Displays a help text.  

 Quick button: This can be used to quickly create persons , groups of persons, doors or door groups without 

leaving the locking plan.  
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7.2. Representation  

 

Persons and doors are shown in the locking plan in the form of a matrix. Persons groups and door groups are grouped 

together in blocks that can be expanded or collapsed under the respective group name. The first row or column 

contains the group name and is highlighted in a different color from the other cells. The current mouse positi on 

within the locking plan and the assignment in terms of person and door is highlighted in blue.  

 

 
 

 

Authorisation s  in the locking plan  

 

¶ White fields in the locking plan symbolise an individual door / person.  

 

 

 

 

¶ Gray fields indicate the headers/columns of door groups or groups of 

persons.  

 

 

 

 

 

 

¶ Aí indicates that a person is actively authorized to access a door.  

 

¶ Aí within a grey field indicates a group authorisation .  
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¶ A bold× means that the group authorisation  applies to the entire 

block (both for the door group and for the group of persons). New 

doors or persons for a group inherit the group's preset authorisation s 

. 

 

 

 

 

 

 

 

¶ Orange fields only appear in the header rows/columns. They indicate 

whether authorisation s  have been individually changed - granted or 

revoked - in a door/person group.  

 

 

 

 

 

¶ An orange field with a bold × in the locking plan matrix indicates 

that group authorisation s  are preset for the complete block of 

door and person groups, but individual deviations are set for 

individual elements.  

New doors or persons that are added to the group initially 

receive all group authorisation s . The authorisation s  can then be 

adjusted individually.  

 

 

 

 

 

 

 

7.3. Individual access authorisation s  

 

Individual access authorisation s  always apply to the selected person or door. Authorisation s  can be granted and 

revoked individually for a person or door.  

 

 

 

7.4. Group authorisation s 

 

Group authorisation s  apply to all doors or persons within this group. A group authorisation  is granted or withdrawn 

for all doors/persons contained.  

 

Group authorisation s  are inherited when new elements are added to the group.  

 

After a group authorisation  has been granted, the authorisation s  for individual doors/persons can be changed 

individually. These changes do not affect the default settings of the group - or the other elements of the group.  

 

 

 

The possible input variants are summarized again below:  
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In the first 3 cases, the currently issued locking authorisation s  are the same. However, the default settings differ 

when a new door or person is added.  

 

7.5. Granting access authorisation  

 

Ј Grant access authorisation  by ticking the relevant person and door.  
 

Access authorisation s  can also be issued for complete groups of persons and doors. Existing group authorisation s  are 

inherited by the persons and doors they contain.  

 

 

 

 

7.6. Withdraw access authorisation  

 

Ј Revoke an individual access authorisation  by removing the crossí for the person and the door in the 
locking plan.  

 

Ј Revoke access authorisation s  for complete groups of persons and door groups by removing the cross×|î 
for the complete group in the locking plan.  

 

 

 

All 

authorizations 

have been 

granted 

individually.  

No cross in the 

orange group 

field  

Group authorizations 

have been granted for 

persons (crosses in 

orange fields).  

Authorizations were 

granted individually 

for doors.  

All authorizations have 

been granted as group 

authorizations for the 

entire block.  

Cross top left. 

Authorizations were 

granted as group 

authorizations for the 

entire block (1). An 

authorization was then 

withdrawn individually 

(2).  
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8.  Persons overview | Persons 
 

Contents 

9.1. Overview 

9.2. Groups of persons 

9.3. Properties of groups of persons 

9.4. Persons 

9.5. Properties of persons 

9.6. Add locking medium  

 

 
 
 
 

8.1. Overview 

 

In the Persons overview, you can create and manage persons and assign locking media to them. For better 

orientation, combine persons with similar authorisation s  into groups of persons. A person can be assigned to a 

maximum of one person group.  

 

You can access the Persons view via the  button.   
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8.2. Groups of persons 

 

Groups of persons make it easier to manage a locking system. A group 

of persons can be granted or withdrawn access rights collectively and 

schedules can be specified. The settings of the person group are 

inherited by persons, but can always be customised for individual 

persons. 

 

In the upper part of the Persons view, the groups of persons are 

displayed as tiles with the name and number of persons assigned to 

them.  
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The "All persons" and "Not assigned" tiles 

are always available.  

 

 

A group of persons is selected by clicking 

on it. The selected group of persons is 

highlighted.  

 

After selecting a group of persons, the 

persons contained are displayed in the list 

of persons.  

 

 

 

 

8.3.  Properties of groups of persons  

 

Assign additional properties to groups of persons. 

 

 
 

 

Edit group name 

 

You edit the group name by placing the insertion point in the window 

with the mouse pointer and making your changes.  
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Add schedule 

 

Assign a previously defined schedule to the group of persons by opening 

the list under "Schedules" and clicking on the desired schedule.  

 

You create schedules in the Schedules view.  

 

 

 

 

 

 

Edit group authorisation  

 

To edit the group authorisation s , open the Locking permissions  menu.  

 

Here you can see the access authorisation s currently granted for door 

groups and individual doors - with or without schedules.  

The view varies depending on whether the group has already been 

granted authorisation s  or not.  

 

 

You can add access authorisation s  without switching to the locking plan view.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

If the group of persons has already been granted authorisation s , a list with the assigned door groups and individual 

doors appears when you expand the list.  

Door groups expand when clicked and the authorisation s  of the individual doors become visible.  
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You can assign authorisation s for each door permanently , within a schedule  or revoke an authorisation  that has been 

granted.  
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8.4.  Persons 

 

Persons are displayed in the list of 

persons.  

 

The list includes  

 

¶ Surname, 

¶ First name, 

¶ the assigned group of persons 

and 

¶ the assigned locking media.  

 

 

 

Sort persons 

 

Sort persons by clicking on the 

corresponding column heading. The 

sorting is displayed and changes each time 

you click.  

 

̓  ́ in the order of entry  

̓́  sorted alphabetically in ascending order 0...9 / A...Z  

̓́  sorted alphabetically in descending order Z...A / 9...0  

 

 

Restrict displayed persons 

 

Restrict the display to a group of persons by clicking on the corresponding tile.  
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Import and export persons via.csv 

 

Persons can be imported via.csv file to speed up the manual entry of names.  

The 3 dots in the list of persons can be used to select whether an import or an export is to be carried out. A list can be 

exported as a template for this purpose.  

 

The file is output in CSV format. To display the file correctly, 

the UTF-8 format must be selected when opening the CSV file.  

locking media cannot be exported or imported.  

 

 

 

The following fields can be filled in the .csv file and imported into the system. "first_name" for the person's first 

name, "last_name" for the surname and "description" for the description field with further information about the 

person, such as a personnel number.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The import function checks for duplicates and filters them out. New entries are added to the end of the list of 

persons. The function can therefore be used to set up the system initially as well as to add persons later.  
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8.5.  Properties of persons  

 

Add new person 

 

Add a new person by clicking on the "+ NEW" button above the list of 

persons.  

 

You can enter a first name and a surname in the editing area. The entry is 

automatically accepted if the access control panel has recognized a 

surname. As soon as the entry has been accepted, further input options 

are made available.  

 

You can edit the properties of persons at any time.  

 

 

Edit personal name 

 

You edit personal names by placing the insertion point in the window and 

making your changes.  

 

 

 

 

 

 

 

 

 

 

 

 

Assign a group of persons 

 

When assigning a group of persons, the person receives the access 

authorisation s  that are set for the group. Existing individual 

authorisation s  may have to be reset.  

 

Groups of persons can be assigned in different ways.  

 

¶ Select a person group before creating the new person  

or 

 

¶ Expand the "Person group" list in the editing area and 

assign the desired person group 

or 

 

¶ Drag and drop the person from the person list to the desired 

person group. 
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Add an individual schedule  

 

Assign the person a predefined schedule:  

 

Ј Press the "Individual schedule" button.  
 

The "Schedule" list box appears.  

 

Ј Open the "Schedules" list and click on the desired schedule.  
 

If the required schedule does not yet exist, create it in the Schedules view.  

 

 

 

 

Change individual authorisation s  

 

To edit the access authorisation s  for an individual person, expand the 

Authorisation s  menu.  

 

Here you can see the access authorisation s  currently granted and any schedule 

selected for the person. The view varies depending on whether the person has 

already been granted authorisation s  or not. If the person is assigned to a 

group of persons, the group authorisation s  have already been inherited here.  

 

With the "+ Add locking authorisation " command, you can add access 

authorisation s  directly without switching to the locking plan view.  

 

 

 

If the person has already been granted authorisation s , a list appears with the 

assigned door groups and individual doors.  

Door groups expand when clicked and the authorisation s  of the individual 

doors become visible.  

 

 
 






































































































